
-95 °C… +400 °C JULABO
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1706 - 17
CORIO, DYNEO, MAGIO

18 - 19
PRESTO, FORTE HT

20 - 22
F, FL, FC, SemiChill

23
PURA, SW

 24 - 25

JULABO 26 - 27
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JULABO 

CORIO, DYNEO, MAGIO

JULABO 

JULABO
 JULABO 20 kW

CORIO, DYNEO, MAGIO

PRESTO, FORTE HT

F, FL, FC, SemiChill
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±0.005 °C

JULABO 

 +18 °C 
+99.9 °C 

PURA, SW
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CORIO

CORIO

-50 °C +200 °C

USB
RS232  (CORIO CP)

CORIO

www.julabo.com
ENGLISH

Refriger eating Circulatorsated and Heat
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CORIO

CORIO 2 kW ±0.03 °C

CORIO 
 CORIO CD-600F CORIO CD-

1001F, CP-600F CP-1001F

(°C)
(kW)

W×L /D
W×L×H

°C +20 0 -20 bar l / min  cm cm

CD-200F 9 012 701 -20 … +150 0.22 0.17 0.06 0.35 15 13 × 15 / 15 3 … 4 23 × 39 × 65

CP-200F 9 013 701 -20 … +200 0.2 0.15 0.02 0.1 ... 0.7 8 ... 27 13 × 15 / 15 3 … 4 23 × 39 × 65

CD-201F 9 012 702 -20 … +150 0.22 0.16 0.06 0.35 15 13 × 15 / 15 3 … 4 44 × 41 × 44

CP-201F 9 013 702 -20 … +200 0.2 0.15 0.02 0.1 ... 0.7 8 ... 27 13 × 15 / 15 3 … 4 44 × 41 × 44

CD-300F 9 012 703 -25 … +150 0.31 0.28 0.11 0.35 15 13 × 15 / 15 3 … 4 24 × 42 × 66

CP-300F 9 013 703 -25 … +200 0.3 0.27 0.08 0.1 ... 0.7 8 ... 27 13 × 15 / 15 3 … 4 24 × 42 × 66

CD-310F 9 012 713.N1*  -30 … +150 0.31 0.28 0.13 0.35 15 13 × 15 / 15 3 … 4 23 × 40 × 65

CP-310F 9 013 713.N1*  -30 … +200 0.3 0.27 0.12 0.1 ... 0.7 8 ... 27 13 × 15 / 15 3 … 4 23 × 40 × 65

CD-450F 9 012 714.N1*  -30 … +150 0.45 0.38 0.17 0.35 15 13 × 15 / 15 3 … 4 23 × 40 × 65

CP-450F 9 013 714.N1*  -30 … +200 0.44 0.37 0.16 0.1 ... 0.7 8 ... 27 13 × 15 / 15 3 … 4 23 × 40 × 65

CD-449F 9 012 716.N1 -32 ... +150 0.45 0.36 0.21 0.35 15 28 × 35 / 20 21 ... 30 37 × 59 × 69

CP-449F 9 013 716.N1 -32 ... +200 0.44 0.35 0.2 0.1 ... 0.7 8 ... 27 28 × 35 / 20 21 ... 30 37 × 59 × 69

CD-600F 9 012 704 -35 … +150 0.6 0.46 0.18 0.35 15 22 × 15 / 15 5 … 7.5 33 × 47 × 69

CP-600F 9 013 704 -35 … +200 0.6 0.44 0.16 0.1 ... 0.7 8 ... 27 22 × 15 / 15 5 … 7.5 33 × 47 × 69

CD-601F 9 012 705 -40 … +150 0.6 0.46 0.18 0.35 15 22 × 15 / 20 8 … 10 36 × 46 × 74

CP-601F 9 013 705 -35 … +200 0.6 0.44 0.16 0.1 ... 0.7 8 ... 27 22 × 15 / 20 8 … 10 36 × 46 × 74

CD-900F 9 012 706 -40 … +150 0.9 0.8 0.35 0.35 15 26 × 35 / 20 21 … 30 39 × 62 × 75

CP-900F 9 013 706 -38 … +200 0.9 0.8 0.31 0.1 ... 0.7 8 ... 27 26 × 35 / 20 21 … 30 39 × 62 × 75

CD-1000F 9 012 707 -40 … +150 1 0.98 0.53 0.35 15 18 × 13 / 15 5 … 7.5 42 × 49 × 74

CP-1000F 9 013 707 -50 … +200 1 0.96 0.51 0.1 ... 0.7 8 ... 27 18× 13 / 15 5 … 7.5 42 × 49 × 74

CD-1000FW 9 012 727 -40 … +150 1 0.98 0.53 0.35 15 18 × 13 / 15 5 … 7.5 42 × 49 × 74

CP-1000FW 9 013 727 -50 … +200 1 0.96 0.51 0.1 ... 0.7 8 ... 27 18× 13 / 15 5 … 7.5 42 × 49 × 74

CD-1001F 9 012 708 -38 … +100 1 0.9 0.35 0.35 15 35 × 41 / 30 42 … 56 45 × 64 × 95

CP-1001F 9 013 708 -38 … +100 1 0.9 0.32 0.1 ... 0.7 8 ... 27 35 × 41 / 30 42 … 56 45 × 64 × 95

*  .N1  .S1 

www.julabo.com
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DYNEO 

-50 °C +200 °C

27 l / min 0.7 bar

Pt100
USB
RS232

DYNEO

www.julabo.com
ENGLISH

Refrigerated and Heating Circulators

ENGLISH
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DYNEO

DYNEO 2 kW ±0.01 °C 

DYNEO

DYNEO

(°C)
(kW)

W×L /D
W×L×H

°C +20 0 -20 bar l / min  cm cm

DD-200F 9 021 701 -20 … +200 0.2 0.15 0.02 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 23 × 39 × 65

DD-200F 9 021 701.D -20 … +200 0.2 0.15 0.02 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 23 × 39 × 65

DD-200F 9 021 701.A -20 … +200 0.2 0.15 0.02 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 23 × 39 × 65

DD-201F 9 021 702 -20 … +200 0.2 0.15 0.02 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 44 × 41 × 44

DD-201F 9 021 702.D -20 … +200 0.2 0.15 0.02 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 44 × 41 × 44

DD-201F 9 021 702.A -20 … +200 0.2 0.15 0.02 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 44 × 41 × 44

DD-300F 9 021 703 -25 … +200 0.3 0.27 0.08 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 24 × 42 × 66

DD-300F 9 021 703.D -25 … +200 0.3 0.27 0.08 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 24 × 42 × 66

DD-300F 9 021 703.A -25 … +200 0.3 0.27 0.08 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 24 × 42 × 66

DD-310F 9 021 713.N1* -30 … +200 0.3 0.27 0.12 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 23 × 40 × 65

DD-310F 9 021 713.N1.A* -30 … +200 0.3 0.27 0.12 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 23 × 40 × 65

DD-310F 9 021 713.N1.D* -30 … +200 0.3 0.27 0.12 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 23 × 40 × 65

DD-450F 9 021 714.N1* -30 … +200 0.44 0.37 0.16 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 23 × 40 × 65

DD-450F 9 021 714.N1.A* -30 … +200 0.44 0.37 0.16 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 23 × 40 × 65

DD-450F 9 021 714.N1.D* -30 … +200 0.44 0.37 0.16 0.1 … 0.7 8 … 27 13 × 15 / 15 3 … 4 23 × 40 × 65

DD-449F 9 021 716.N1 -32 … +200 0.44 0.35 0.2 0.1 … 0.7 8 … 27 28 × 35 / 20 21 ... 30 37 × 59 × 69

DD-449F 9 021 716.N1.A -32 … +200 0.44 0.35 0.2 0.1 … 0.7 8 … 27 28 × 35 / 20 21 ... 30 37 × 59 × 69

DD-449F 9 021 716.N1.D -32 … +200 0.44 0.35 0.2 0.1 … 0.7 8 … 27 28 × 35 / 20 21 ... 30 37 × 59 × 69

DD-600F 9 021 704 -35 … +200 0.6 0.44 0.16 0.1 … 0.7 8 … 27 22 × 15 / 15 5 … 7.5 33 × 47 × 69

DD-600F 9 021 704.D -35 … +200 0.6 0.44 0.16 0.1 … 0.7 8 … 27 22 × 15 / 15 5 … 7.5 33 × 47 × 69

DD-600F 9 021 704.A -35 … +200 0.6 0.44 0.16 0.1 … 0.7 8 … 27 22 × 15 / 15 5 … 7.5 33 × 47 × 69

DD-601F 9 021 705 -35 … +200 0.6 0.44 0.16 0.1 … 0.7 8 … 27 22 × 20 / 15 8 … 10 36 × 46 × 74

DD-601F 9 021 705.D -35 … +200 0.6 0.44 0.16 0.1 … 0.7 8 … 27 22 × 20 / 15 8 … 10 36 × 46 × 74

DD-601F 9 021 705.A -35 … +200 0.6 0.44 0.16 0.1 … 0.7 8 … 27 22 × 20 / 15 8 … 10 36 × 46 × 74

DD-900F 9 021 706 -38 … +200 0.9 0.8 0.31 0.1 … 0.7 8 … 27 26 × 35 / 20 21 … 30 39 × 62 ×75

DD-900F 9 021 706.D -38 … +200 0.9 0.8 0.31 0.1 … 0.7 8 … 27 26 × 35 / 20 21 … 30 39 × 62 ×75

DD-900F 9 021 706.A -38 … +200 0.9 0.8 0.31 0.1 … 0.7 8 … 27 26 × 35 / 20 21 … 30 39 × 62 ×75

DD-1000F 9 021 707 -50 … +200 1 0.96 0.51 0.1 … 0.7 8 … 27 18 × 13 / 15 5 … 7.5 42 × 49 ×74

DD-1000F 9 021 707.D -50 … +200 1 0.96 0.51 0.1 … 0.7 8 … 27 18 × 13 / 15 5 … 7.5 42 × 49 ×74

DD-1000F 9 021 707.A -50 … +200 1 0.96 0.51 0.1 … 0.7 8 … 27 18 × 13 / 15 5 … 7.5 42 × 49 ×74

DD-1000FW 9 021 727 -50 … +200 1 0.96 0.51 0.1 … 0.7 8 … 27 18 × 13 / 15 5 … 7.5 42 × 49 ×74

DD-1000FW 9 021 727.D -50 … +200 1 0.96 0.51 0.1 … 0.7 8 … 27 18 × 13 / 15 5 … 7.5 42 × 49 ×74

DD-1000FW 9 021 727.A -50 … +200 1 0.96 0.51 0.1 … 0.7 8 … 27 18 × 13 / 15 5 … 7.5 42 × 49 ×74

DD-1001F 9 021 708 -38 … +100 1 0.85 0.32 0.1 … 0.7 8 … 27 35 × 41 / 30 42 … 56 45 × 64 ×95

DD-1001F 9 021 708.D -38 … +100 1 0.85 0.32 0.1 … 0.7 8 … 27 35 × 41 / 30 42 … 56 45 × 64 × 95

DD-1001F 9 021 708.A -38 … +100 1 0.85 0.32 0.1 … 0.7 8 … 27 35 × 41 / 30 42 … 56 45 × 64 × 95

*  .N1  .S1 

www.julabo.com 
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MAGIO

MAGIO

JULABO

 16 ... 31 l / min 0.24 ... 0.92 bar 0.03 ... 0.4 bar

Pt100
USB
RS232

DIN 12876-1 III

www.julabo.com

Refrigerated and heating circulators

ENGLISH
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MAGIO

MAGIO 2 kW ±0.01 °C

www.julabo.com 

3

(°C)
(kW)

W×L /D
W×L×H

°C +20 0 -20 bar bar l / min  cm cm

MS-310F 9 032 713.N1* -30 … +200 0.26 0.21 0.10 0.24 … 0.92 0.03 … 0.4 16 … 31 13 × 15 / 15 3 … 4 23× 40 × 65

MS-450F 9 032 714.N1* -30 … +200 0.4 0.33 0.12 0.24 … 0.92 0.03 … 0.4 16 … 31 13 × 15 / 15 3 … 4 23× 40 × 65

MS-449F 9 032 716.N1 -30 … +200 0.4 0.31 0.19 0.24 … 0.92 0.03 … 0.4 16 … 31 28 ×35 / 20 21 ... 30 37× 59 × 69

MS-600F 9 032 704 -35 … +200 0.6 0.44 0.16 0.24 … 0.92 0.03 … 0.4 16 … 31 22 × 15 / 15 5 … 7.5 33 × 47 × 69

MS-601F 9 032 705 -35 … +200 0.6 0.44 0.16 0.24 … 0.92 0.03 … 0.4 16 … 31 22 × 15 / 20 8 … 10 33 × 47 × 74

MS-900F 9 032 706 -38 … +200 0.9 0.8 0.31 0.24 … 0.92 0.03 … 0.4 16 … 31 26 × 35 / 20 21 … 30 39 × 62 × 75

MS-1000F 9 032 707 -50 … +200 1 0.96 0.51 0.24 … 0.92 0.03 … 0.4 16 … 31 18 × 13 / 15 5 ... 7.5 42 × 49 × 74

MS-1000FW 9 032 727 -50 … +200 1 0.96 0.51 0.24 … 0.92 0.03 … 0.4 16 … 31 18 × 13 / 15 5 ... 7.5 42 × 49 × 74

*  .N1  .S1 
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CF

DIN12876-1
2 kW +40 °C

JULABO

-95 °C +150 °C

FP

CF | 

CF

CF 2 kW ± 0.02°C CF30 CF40
± 0.03°C

(°C)
(kW)

W×L /D
W×L×H

°C +20 0 -20 bar bar l / min  cm cm

CF30 9 400 330 -30 ... +150 0.32 0.25 0.15 0.35 - 15 16 × 3 / 14 2 ... 3.5 24 × 46 × 40

CF40 9 400 340 -40 ... +150 0.47 0.4 0.28 0.35 - 15 19 × 3 / 19 4 ... 5.5 28 × 46 × 46

CF31 9 400 331 -30 ... +200 0.32 0.25 0.15 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 16 × 3 / 14 2 ... 3.5 24 × 46 × 40

CF41 9 400 341 -40 ... +200 0.47 0.4 0.28 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 19 × 3 / 19 4 ... 5.5 28 × 46 × 46

www.julabo.com
ENGLISH

TopTech | HighTech 
Circulators
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F81-HL FP89-HL 1.3 kW 3 kW
± 0.05 °C FPW91-SL 0.2 °C 

www.julabo.com 

(°C)
(kW)

W×L /D
W×L×H

°C +20 0 -20 bar bar l / min  cm cm

FP51-SL 9 352 751 -51 ... +200 2.0 1.5 1.0 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 18 × 12 / 20 7.5 ... 12 46 × 55 × 89

FP52-SL 9 352 752 -55 ... +100 3.0 2.8 1.6 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 28 × 23 / 22 17 ... 24 59 × 76 × 116

FP55-SL 9 352 755 -55 ... +100 5.2 4.1 2.2 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 28 × 23 / 22 27 85 × 76 × 116

F81-HL 9 312 681 -81 ... +100 0.45 0.38 0.36 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 13 × 15 / 16 5 ... 6.5 50 × 58 × 89

FP89-HL 9 312 689 -90 ... +100 1.0 0.92 0.88 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 13 × 15 / 16 5.5 ... 8 55 × 60 × 92

FP90-SL 9 352 790 -90 ... +100 1.8 1.7 1.6 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 28 × 23 / 22 22 59 × 76 × 116

FPW52-SL 9 352 753 -55 ... +100 3.0 2.8 1.6 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 28 × 23 / 22 17 ... 24 59 × 76 × 116

FPW55-SL 9 352 756 -55 ... +100 5.2 4.1 2.2 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 28 × 23 / 22 27 59 × 76 × 116

FPW90-SL 9 352 791 -90 ... +100 1.8 1.7 1.6 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 28 × 23 / 22 22 59 × 76 × 116

FPW91-SL 9 352 793 -91 ... +100 4.5 4.1 3.7 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 28 × 23 / 22 22 85 × 76 × 116

FP52-SL 9 352 752N -55 ... +100 3.0 2.8 1.6 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 17 ... 24 59 × 76 × 116

FP55-SL 9 352 755N -55 ... +100 5.2 4.1 2.2 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 27 85 × 76 × 116

FP52-SL 9 352 752N150 -55 ... +150 3.0 2.8 1.6 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 17 ... 24 59 × 76 × 116

FP55-SL 9 352 755N150 -55 ... +150 5.2 4.1 2.2 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 27 85 × 76 × 116

FPW52-SL 9 352 753N -55 ... +100 3.0 2.8 1.6 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 17 ... 24 59 × 76 × 116

FPW55-SL 9 352 756N -55 ... +100 5.2 4.1 2.2 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 27 59 × 76 × 116

FPW52-SL 9 352 753N150 -55 ... +150 3.0 2.8 1.6 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 17 ... 24 59 × 76 × 116

FPW55-SL 9 352 756N150 -55 ... +150 5.2 4.1 2.2 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 27 59 × 76 × 116

FP90-SL 9 352 790N -90 ... +100 1.8 1.7 1.6 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 22 59 × 76 × 116

F95-SL 9 352 795N -95 ... 0 - 1.7 1.5 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 22 59 × 76 × 116

FP90-SL 9 352 790N150 -90 ... +150 1.8 1.7 1.6 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 22 59 × 76 × 116

FPW90-SL 9 352 791N -90 ... +100 1.8 1.7 1.6 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 22 59 × 76 × 116

FPW91-SL 9 352 793N -91 ... +100 4.5 4.1 3.7 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 22 85 × 76 × 116

FW95-SL 9 352 796N -95 ... 0 - 1.7 1.5 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 22 59 × 76 × 116

FPW90-SL 9 352 791N150 -90 ... +150 1.8 1.7 1.6 0.4 ... 0.7 0.2 ... 0.4 22 ... 26 22 59 × 76 × 116
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CORIO | DYNEO | MAGIO

+20 °C +300 °C

JULABO

JULABO

JULABO

CORIO, DYNEO, MAGIO 3

+20 °C +300 °C

www.julabo.com

ENGLISH

Refrigera eaated and Heat
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Refrigerated and Heating Circulators
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Refrigerated and heating circulators
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www.julabo.com JULABO

JULABO
50

W×L/D
W×L×H

°C °C kW bar bar l / min  cm cm

 CORIO

C 9 011 000 +20 … +100  ± 0.03 2 0.1 - 6 - - 13.2 × 16 × 36.2

CD 9 012 000 +20 … +150  ± 0.03 2 0.35 - 15 - - 13.2 × 16 × 36.2

CP 9 013 000 +20 … +200  ± 0.02 2 0.1 ... 0.7 - 8 ... 27 - - 13.2 × 16 × 36.2

DYNEO

DD 9 021 000 +20 … +200 ± 0.01 2 0.1 … 0.7 - 8 … 27 - - 13.2 × 16 × 35.5

MAGIO

MS-Z 9 032 201 +20 … +300 ± 0.01 2 0.24 … 0.92 0.03 … 0.4 16 … 31 - - 34 × 19 × 36

MX-Z 9 033 201 +20 … +300 ± 0.01 3 0.24 … 0.92 0.03 … 0.4 16 … 31 - - 34 × 19 × 41

CORIO

C-BT5 9 011 305 +20 … +100 ± 0.03 2 0.1 - 6 15 × 15 / 15 3.5 … 5 23 × 38 × 38

C-BT9 9 011 309 +20 … +100 ± 0.03 2 0.1 - 6 23 × 15 / 15 6 … 9 32 × 38 × 38

C-BT19 9 011 319 +20 … +100 ± 0.03 2 0.1 - 6 30 × 35 / 15 14 … 19 38 × 58 × 38

C-BT27 9 011 327 +20 … +100 ± 0.03 2 0.1 - 6 30 × 35 / 15 20 … 27 38 × 58 × 43

C-B5 9 011 405 +20 … +100 ± 0.03 2 0.1 - 6 15 × 15 / 15 3.5 … 5 23 × 38 × 41

C-B13 9 011 413 +20 … +100 ± 0.03 2 0.1 - 6 30 × 18 / 15 9 … 13 38 × 40 × 42

C-B17 9 011 417 +20 … +100 ± 0.03 2 0.1 - 6 30 × 18 / 20 13 … 17 38 × 40 × 47

C-B19 9 011 419 +20 … +100 ± 0.03 2 0.1 - 6 30 × 35 / 15 14 … 19 38 × 58 × 42

C-B27 9 011 427 +20 … +100 ± 0.03 2 0.1 - 6 30 × 35 / 20 17 … 27 38 × 58 × 47
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CORIO | DYNEO | MAGIO

www.julabo.com 

+20 °C +300 °C

www.julabo.com

ENGLISH

Refrigera eaated and Heat
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Refrigerated and Heating Circulators
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Refrigerated and heating circulators

ENGLISH
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W×L/D
W×L×H

°C °C kW bar bar l / min cm cm

CORIO

CD-BT5 9 012 305 +20 … +100  ± 0.03 2 0.35 - 15 15 × 15 / 15 3.5 … 5 23 × 38 × 38

CD-BT19 9 012 319 +20 … +100  ± 0.03 2 0.35 - 15 30 × 35 / 15 14 … 19 38 × 58 × 38

CD-BT27 9 012 327 +20 … +100  ± 0.03 2 0.35 - 15 30 × 35 / 20 20 … 27 38 × 58 × 43

CD-B5 9 012 405 +20 … +150  ± 0.03 2 0.35 - 15 15 × 15 / 15 3.5 … 5 23 × 38 × 41

CD-B13 9 012 413 +20 … +150  ± 0.03 2 0.35 - 15 30 × 18 / 15 9 … 13 38 × 40 × 42

CD-B17 9 012 417 +20 … +150  ± 0.03 2 0.35 - 15 30 × 18 / 20 13 … 17 38 × 40 × 47

CD-B19 9 012 419 +20 … +150  ± 0.03 2 0.35 - 15 30 × 35 / 15 14 … 19 38 × 58 × 42

CD-B27 9 012 427 +20 … +150  ± 0.03 2 0.35 - 15 30 × 35 / 20 17  … 27 38 × 58 × 47

CD-B33 9 012 433 +20 … +150  ± 0.03 2 0.35 - 15 66 × 32 / 15 26 … 39 91 × 36 × 43

CD-B39 9 012 439 +20 … +150  ± 0.03 2 0.35 - 15 33 × 30 / 30 35 … 41 54 × 34 × 57

CORIO

CD-BC4 9 012 504 +20 … +150  ± 0.03 2 0.35 - 15 13 × 15 / 15 3 … 4.5 23 × 41 × 42

CP-BC4 9 013 504 +20 … +200  ± 0.02 2 0.1 ... 0.7 - 8 ... 27 13 × 15 / 15 3 … 4.5 23 × 41 × 42

CD-BC6 9 012 506 +20 … +150  ± 0.03 2 0.35 - 15 13 × 15 / 20 4.5 … 6 24 × 44 × 47

CP-BC6 9 013 506 +20 … +200  ± 0.02 2 0.1 ... 0.7 - 8 ... 27 13 × 15 / 20 4.5 … 6 24 × 44 × 47

CD-BC12 9 012 512 +20 … +150  ± 0.03 2 0.35 - 15 22 × 15 / 20 8.5 … 12 33 × 49 × 47

CP-BC12 9 013 512 +20 … +200  ± 0.02 2 0.1 ... 0.7 - 8 ... 27 22 × 15 / 20 8.5 … 12 33 × 49 × 47

CD-BC26 9 012 526 +20 … +150  ± 0.03 2 0.35 - 15 26 × 35 / 20 19 … 26 39 × 62 × 48

CP-BC26 9 013 526 +20 … +200  ± 0.02 2 0.1 .. 0.7 - 8 ... 27 26 × 35 / 20 19 … 26 39 × 62 × 48

DYNEO

DD-BC4 9 021 504 +20 … +200  ± 0.01 2 0.1 … 0.7 - 8 … 27 13 × 15 / 15 3 … 4.5 23 × 41 × 42

DD-BC4 9 021 504.D +20 … +200  ± 0.01 2 0.1 … 0.7 - 8 … 27 13 × 15 / 15 3 … 4.5 23 × 41 × 42

DD-BC4 9 021 504.A +20 … +200  ± 0.01 2 0.1 … 0.7 - 8 … 27 13 × 15 / 15 3 … 4.5 23 × 41 × 42

DD-BC6 9 021 506 +20 … +200  ± 0.01 2 0.1 … 0.7 - 8 … 27 13 × 15 / 20 4.5 … 6 24 × 44 × 47

DD-BC6 9 021 506.D +20 … +200  ± 0.01 2 0.1 … 0.7 - 8 … 27 13 × 15 / 20 4.5 … 6 24 × 44 × 47

DD-BC6 9 021 506.A +20 … +200  ± 0.01 2 0.1 … 0.7 - 8 … 27 13 × 15 / 20 4.5 … 6 24 × 44 × 47

DD-BC12 9 021 512 +20 … +200  ± 0.01 2 0.1 … 0.7 - 8 … 27 22 × 15 / 20 8.5 … 12 33 × 49 × 47

DD-BC12 9 021 512.D +20 … +200  ± 0.01 2 0.1 … 0.7 - 8 … 27 22 × 15 / 20 8.5 … 12 33 × 49 × 47

DD-BC12 9 021 512.A +20 … +200  ± 0.01 2 0.1 … 0.7 - 8 … 27 22 × 15 / 20 8.5 … 12 33 × 49 × 47

DD-BC26 9 021 526 +20 … +200  ± 0.01 2 0.1 … 0.7 - 8 … 27 26 × 35 / 20 19 … 26 39 × 62 × 48

DD-BC26 9 021 526.D +20 … +200  ± 0.01 2 0.1 … 0.7 - 8 … 27 26 × 35 / 20 19 … 26 39 × 62 × 48

DD-BC26 9 021 526.A +20 … +200  ± 0.01 2 0.1 … 0.7 - 8 … 27 26 × 35 / 20 19 … 26 39 × 62 × 48

MAGIO

MS-BC4 9 032 504 +20 … +300 ± 0.01 2 0.24 … 0.92 0.03 … 0.4 16 … 31 13 × 15 / 15 3 … 4.5  23 × 41 × 42

MX-BC6 9 033 506 +20 … +300 ± 0.01 3 0.24 … 0.92 0.03 … 0.4 16 … 31 13 × 15 / 20 4.5 … 6  24 × 44 × 47

MX-BC12 9 033 512 +20 … +300 ± 0.01 3 0.24 … 0.92 0.03 … 0.4 16 … 31 22 × 15 / 20 8.5 … 12  33 × 49 × 47

MX-BC26 9 033 526 +20 … +300 ± 0.01 3 0.24 … 0.92 0.03 … 0.4 16 … 31 26 × 35 / 20 19 … 26  39 × 62 × 48
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PRESTO:

-92 °C +250 °C

-92 °C ... +250 °C

FORTE HT

FORTE HT

Pt100

C.U

+40 °C

+20 °C +300 °C

PRESTO | FORTE HT

FORTE HT

FORTE HT
www.julabo.com 

& FORTE HT

ENGLISH

Highly Dynamic Temperature Control Systems

New Models 2022

www.julabo.com
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(°C)
(kW) W×L×H

°C °C kW +20 0 -20  bar l / min cm

PRESTO

A30 9 420 300 -30 ... +250 ±0.01 ... ±0.05 2.7 0.5 0.4 0.2 0.5 25 1-st, 25 × 59 × 62

A38 9 420 381.N1 -45 ... +250 ±0.01 ... ±0.05 2.7 0.79 0.73 0.44 0.5 25 1-st, 33 × 75 × 67

A40 9 420 401 -40 ... +250 ±0.01 ... ±0.05 2.7 1.2 0.9 0.6 0.3 ... 1.7 16 ... 40 1-st, 33 × 59 × 67

W40 9 421 401 -40 ... +250 ±0.01 ... ±0.05 2.7 1.2 1. 0.55 0.3 ... 1.7 16 ... 40 1-st, 33 × 59 × 67

A41 9 420 411.N1 -45 ... +250 ±0.01 ... ±0.05 2.7 1.33 1.24 0.46 0.3 ... 1.6 22 ... 51 1-st, 33 × 75 × 67

W41 9 421 411.N1 -45 ... +250 ±0.01 ... ±0.05 2.7 3.5 3.3 0.46 0.3 ... 1.6 22 ... 51 1-st, 33 × 75 × 67

A45 9 420 452 -45 ... +250 ±0.05 ... ±0.1 6 3.5 3.3 1.8 0.48 ... 3.2 35 ... 76 1-st, 53 × 66.5 × 126

A45t 9 420 452.T -45 ... +250 ±0.05 ... ±0.1 12 3.5 3.3 1.8 0.48 ... 3.2 35 ... 76 1-st, 53 × 66.5 × 126

W50 9 421 502 -50 ... +250 ±0.05 ... ±0.1 6 7.5 6.5 3 0.48 ... 3.2 35 ... 76 1-st, 53 × 66.5 × 126

W50t 9 421 502.T -50 ... +250 ±0.05 ... ±0.1 12 7.5 6.5 3 0.48 ... 3.2 35 ... 76 1-st, 53 × 66.5 × 126

W55 9 421 552 -55 ... +250 ±0.05 … ±0.2 15 15 10 4 0.48 ... 3.2 35 ... 80 1-st, 61 × 84.5 × 125

W56 9 421 562 -56 … +250 ±0.05 … ±0.1 27 25.8 23.1 11.5 0.48 … 3.2 35 … 80 1-st, 60 × 94 × 164

W56x 9 421 563.S1 -45 … +150 ±0.05 ... ±0.5 27 25.8 23.1 11.5 0.8 ... 5.5 18 ... 70 1-st, 60 × 94 × 164

A70 9 420 701.N1 -75 ... +250 ±0.01 ... ±0.05 1.8 1 0.91 0.84 0.3 ... 1.7 16 ... 40 2-st, 57 × 74.5 × 88

A80 9 420 801 -80 ... +250 ±0.01 ... ±0.05 1.8 1.2 1.2 1.1 0.3 ... 1.7 16 ... 40 2-st, 43 × 65 × 126

A80t 9 420 801.T -80 ... +250 ±0.01 ... ±0.05 3.4 1.2 1.2 1.1 0.3 ... 1.7 16 ... 40 2-st, 43 × 65 × 126

W80 9 421 801 -80 ... +250 ±0.01 ... ±0.05 1.8 1.2 1.2 1.1 0.3 ... 1.7 16 ... 40 2-st, 43 × 65 × 126

W80t 9 421 801.T -80 ... +250 ±0.01 ... ±0.05 3.4 1.2 1.2 1.1 0.3 ... 1.7 16 ... 40 2-st, 43 × 65 × 126

A85 9 420 852 -85 ... +250 ±0.05 ... ±0.1 6 2.5 2.4 2.4 0.48 ... 3.2 35 ... 80 2-st, 61 × 108 × 125

A85t 9 420 852.T -85 ... +250 ±0.05 ... ±0.1 15 2.5 2.4 2.4 0.48 ... 3.2 35 ... 80 2-st, 61 × 108 × 125

W85 9 421 852 -85 ... +250 ±0.05 ... ±0.1 6 2.5 2.4 2.4 0.48 ... 3.2 35 ... 80 2-st, 61 × 84.5 × 125

W85t 9 421 852.T -85 ... +250 ±0.05 ... ±0.1 15 2.5 2.4 2.4 0.48 ... 3.2 35 ... 80 2-st, 61 × 84.5 × 125

W91 9 421 912 -91 ... +250 ±0.05 ... ±0.2 18 11 11 11 0.5 ... 3.0 26 ... 80 2-st, 95 × 127 × 190

W91tt 9 421 912.TT -91 ... +250 ±0.05 ... ±0.2 36 11 11 11 0.5 ... 3.0 26 ... 80 2-st, 95 × 127 × 190

W91x 9 421 913 -91 ... +250 ±0.05 ... ±0.2 18 11 11 11 0.8 ... 5.5 18 ... 70 2-st, 95 × 127 × 190

W91ttx 9 421 913.TT -91 ... +250 ±0.05 ... ±0.2 36 11 11 11 0.8 ... 5.5 18 ... 70 2-st, 95 × 127 × 190

W92 9 421 922 -92 ... +250 ±0.05 ... ±0.2 18 27 20 11 0.5 ... 3.0 26 ... 80 2-st, 95 × 127 × 190

W92tt 9 421 922.TT -92 ... +250 ±0.05 ... ±0.2 36 27 20 11 0.5 ... 3.0 26 ... 80 2-st, 95 × 127 × 190

W92x 9 421 923 -92 ... +250 ±0.05 ... ±0.2 18 27 20 11 0.8 ... 5.5 18 ... 70 2-st, 95 × 127 × 190

W92ttx 9 421 923.TT -92 ... +250 ±0.05 ... ±0.2 36 27 20 11 0.8 ... 5.5 18 ... 70 2-st, 95 × 127 × 190

W93 9 421 932.N1 -93 ... +250 ±0.05 ... ±0.2 27 19.5 19.5 19.5 0.5 ... 3 26 ... 80 2-st, 93 × 148 × 192

W93x 9 421 933.N1 -93 ... +250 ±0.05 ... ±0.2 27 19.5 19.5 19.5 0.8 ... 5.5 18 ... 70 2-st, 93 × 148 × 192

(  +20 °C)
W×L×H W×L×H

°C °C kW kW bar l / min cm cm

FORTE HT

HT30-M1 9 800 031 +70 ... +400 ±0.01 ... ±0.1 3 - 0.8 - 1.2 14 - 18 23 × 23 × 58 25 × 25 × 18

HT60-M2 9 800 062 +70 ... +400 ±0.01 ... ±0.1 7 - 0.8 - 1.2 14 - 18 23 × 23 × 58 25 × 25 × 18

HT60-M3 9 800 063 +70 ... +400 ±0.01 ... ±0.1 6 - 0.8 - 1.2 14 - 18 23 × 23 × 58 25 × 25 × 18

HT30-M1-C.U. 9 800 035 +40 ... +400 ±0.01 ... ±0.1 3 15 0.8 - 1.2 14 - 18 43 × 23 × 58 25 × 25 × 18

HT60-M2-C.U. 9 800 065 +40 ... +400 ±0.01 ... ±0.1 7 15 0.8 - 1.2 14 - 18 43 × 23 × 58 25 × 25 × 18

HT60-M3-C.U. 9 800 066 +40 ... +400 ±0.01 ... ±0.1 6 15 0.8 - 1.2 14 - 18 43 × 23 × 58 25 × 25 × 18
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JULABO

LED

AWC100

F

-10 °C +40 °C
1 kW

FL

-25 °C +40 °C
20 kW

AWC | F | FL

AWC100 

www.julabo.com 

www.julabo.com
ENGLISH

RECIRCULATING COOLERS /
CHILLERS
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(°C)
(kW) W×L×H

°C °C +20 0 -20 bar l/min cm

AWC1001) 9 630 100 +20 ... +40 0.55 - - 0.2 2.9  0.9 20 × 34 × 30

F250 9 620 025 -10 ... +40 ±0.5 0.25 0.18 - 0.35 15 1.7 ... 2.6 24 × 40 × 52

F500 9 620 050 0 ... +40 ±0.5 0.5 0.25 - 0.5 24 5 ... 7.5 37.5 × 44 × 59

F1000 9 620 100 0 ... +40 ±0.5 1 0.35 - 1 23 7 ... 9.5 37.5 × 49 × 64

FL

FL300 9 660 003 -20 ... +40 ±0.5 0.3 0.2 0.1 0.35 15 3 ... 4.5 25 × 50 × 60

FL601 9 661 006 -20 ... +40 ±0.5 0.6 0.4 0.2 1 23 5.5 ... 8 32 × 50 × 60

FL1201 9 661 012 -20 ... +40 ±0.5 1.2 0.9 0.3 1 23 12 ... 17 50 × 76 × 64

FL1203 9 663 012 -20 ... +40 ±0.5 1.2 0.8 0.2 0.5 ... 3 40 12 ... 17 50 × 76 × 64

FL1701 9 661 017 -20 ... +40 ±0.5 1.7 1.1 0.4 1 23 12 ... 17 50 × 76 × 64

FL1703 9 663 017 -20 ... +40 ±0.5 1.7 1 0.3 0.5 ... 3 40 12 ... 17 50 × 76 × 64

FLW1701 9 671 017 -20 ... +40 ±0.5 1.7 1.1 0.4 1 23 12 ... 17 50 × 76 × 64

FLW1703 9 673 017 -20 ... +40 ±0.5 1.7 1 0.3 0.5 ... 3 40 12 ... 17 50 × 76 × 64

FL2503 9 663 025 -20 ... +40 ±0.5 2.5 1.5 0.55 0.5 ... 3 40 24 ... 30 60 × 76 × 115

FL2506 9 666 025 -15 ... +40 ±0.5 2.5 1 - 0.5 ... 6 60 24 ... 30 60 × 76 × 115

FL4003 9 663 040 -20 ... +40 ±0.5 4 2.4 0.65 0.5 ... 3 40 24 ... 30 60 × 76 × 115

FL4006 9 666 040 -20 ... +40 ±0.5 4 1.9 0.05 0.5 ... 6 60 24 ... 30 60 × 76 × 115

FLW2503 9 673 025 -20 ... +40 ±0.5 2.7 1.7 0.4 0.5 ... 3 40 24 ... 30 60 × 76 × 115

FLW2506 9 676 025 -15 ... +40 ±0.5 2.5 1 - 0.5 ... 6 60 24 ... 30 60 × 76 × 115

FLW4003 9 673 040 -20 ... +40 ±0.5 4.3 2.2 0.45 0.5 ... 3 40 24 ... 30 60 × 76 × 115

FLW4006 9 676 040 -15 ... +40 ±0.5 4 1.7 - 0.5 ... 6 60 24 ... 30 60 × 76 × 115

FL7006 9 666 070 -20 ... +40 ±0.5 7 5.1 1.55 0.5 ... 6 60 39 ... 47 78 × 85 × 148

FL11006 9 666 110 -20 ... +40 ±0.5 11 7.5 3 0.5 ... 6 60 39 ... 47 78 × 85 × 148

FL20006 9 666 200 -25 ... +40 ±0.5 20 10 2.5 0.8 ... 6 80 15 ... 37 95 × 115 × 161

FLW7006 9 676 070 -20 ... +40 ±0.5 7.4 7 1.3 0.5 ... 6 60 39 ... 47 78 × 85 × 148

FLW11006 9 676 110 -20 ... +40 ±0.5 11.5 7.3 2.7 0.5 ... 6 60 39 ... 47 78 × 85 × 148

FLW20006 9 676 200 -25 ... +40 ±0.5 20 12 3 0.8 ... 6 80 15 ... 37 95 × 115 × 161

1)
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SemiChill

SemiChill
 2.5 kW 10 kW 5

+5 °C +35 °C -20 °C +130 °C

RS232
DI USB

5

12 kW

(Ø 70 mm) 

FC | SemiChill

(°C)
(kW) W×L×H

°C °C +20  0 -20 bar l/min cm

SemiChill

SC2500a 9500025XXP3H0D0M0 +5 ... +35 ±0.1 2.5 1.5 - 3.5 33 21 ... 33 49 × 62 × 105

SC2500w 9500026XXP3H0D0M0 +5 ... +35 ±0.1 2.5 1.5 - 3.5 33 21 ... 33 49 × 62 × 105

SC5000a 9500050XXP3H0D0M0 +5 ... +35 ±0.1 5.0 2.5 - 3.5 33 43 ... 60 59 × 67 × 112

SC5000w 9500051XXP3H0D0M0 +5 ... +35 ±0.1 5.0 2.5 - 3.5 33 43 ... 60 59 × 67 × 112

SC10000w 9500101XXP3H0D0M0 +5 ... +35 ±0.1 10.0 5.0 - 3.5 33 43 ... 60 59 × 67 × 112

FC

FC600 9 600 060 -20 ... +80 ±0.2 0.6 0.33 - 0.5 20 6 ... 8 35 × 54 × 49

FC600S 9 600 063 -10 ... +80 ±0.2 0.5 0.22 - 1.2 22 6 ... 8 35 × 54 × 49

FC1200 9 600 120 -20 ... +80 ±0.2 1.3 0.6 - 0.5 20 8 ... 11 46 × 61 × 49

FC1200S 9 600 123 -15 ... +80 ±0.2 1.2 0.5 - 1.2 22 8 ... 11 46 × 61 × 49

FC1600 9 600 160 -20 ... +80 ±0.2 1.65 0.8 - 0.5 20 8 ... 11 46 × 61 × 49

FC1600S 9 600 163 -15 ... +80 ±0.2 1.55 0.65 - 1.2 22 8 ... 11 46 × 61 × 49

FC1200T 9 600 126 -10 ... +80 ±0.2 1.1 0.4 - 3.5 28 8 ... 11 46 × 61 × 49

FC1600T 9 600 166 -15 ... +80 ±0.2 1.45 0.5 - 3.5 28 8 ... 11 46 × 61 × 49

FCW600 9 601 060 -20 ... +80 ±0.2 0.6 0.33 - 0.5 20 6 ... 8 35 × 54 × 49

FCW600S 9 601 063 -10 ... +80 ±0.2 0.5 0.22 - 1.2 22 6 ... 8 35 × 54 × 49

FCW2500T 9 601 256 -25 ... +80 ±0.2 2.5 2 0.25 3.5 28 8 ... 11 46 × 61 × 49

ENGLISH

RECIRCULATING COOLERS /
CHILLERS

www.julabo.com
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Wasserbäder

DEUTSCHDEUTSCHH

SCHÜTTELWASSERBÄDER

DEUTSCH

www.julabo.com 

www.julabo.com

1) 2)

W×L×H W×L×H

°C °C kW  cm cm

PURA 4 9 550 504 +18 ... +99.9 ±0.15 0.5 1 12 × 27 / 14 0.8 ... 4.5 21 × 38 × 30

PURA 10 9 550 510 +18 ... +99.9 ±0.15 1.2 2 22 × 27 / 14 1.4 ... 9.5 31 × 38 × 30

PURA 14 9 550 514 +18 ... +99.9 ±0.15 1.8 3 33 × 27 / 17 2 ... 14 42 × 38 × 30

PURA 22 9 550 522 +18 ... +99.9 ±0.15 2 5 55 × 27 / 18 3.4 ... 25.5 63 × 38 × 30

PURA 30 9 550 530 +18 ... +99.9 ±0.15 2 7 77 × 27 / 18 4.8 ... 36 85 × 38 × 30

W×L× W×L×H

°C °C kW U/min mm  cm cm

SW22 9 550 322 +20 ... +99.9 ±0.2 2 20 ... 200 15 50 × 30 / 18 8 ... 20 70 × 35 × 26

SW23 9 550 323 +20 ... +99.9 ±0.02 2 20 ... 200 15 50 × 30 / 18 8 ... 20 70 × 35 × 26

PURA – 

1)  2) 

PURA | SW

JULABO

+20 °C +99.9 °C

20…200 U/min

JULABO PURA

PURA

1) +18 °C +99.9 °C
0.8 36

2 kW



24

JULABO

JULABO EasyTEMP
 JULABO

PC

±0.005 °C ±0.01 °C
±0.05 °C

(°C)
(kW) W×L×H

°C kW +20 0 -20 bar l / min  cm cm

SL-8K* 9 352 508 +50 ... +300 3 - - - 0.4 ... 0.7 22 ... 26 Ø 12 / 17 8 22 × 46 × 47

SL-14K* 9 352 514 +50 ... +300 3 - - - 0.4 ... 0.7 22 ... 26 Ø 12 / 31 14 22 × 46 × 61

FK30-SL 9 352 627 -30 ... +200 2 0.46 0.34 0.15 0.4 ... 0.7 22 ... 26 Ø 12 / 17 14 32 × 45 × 79

FK31-SL 9 352 628 -30 ... +200 2 0.46 0.34 0.15 0.4 ... 0.7 22 ... 26 Ø 12 / 31 24 32 × 45 × 91

* +50 °C 

(°C)
(kW) W×L×H

°C kW +20 0 -20 bar l / min  cm cm

DD-1001F-BF 9 021 709 -38 ... +80 2 1 0.85 0.32 0.1 ... 0.7 8 ... 27 35 × 41 / 30 42 ... 56 45 × 64 × 95

www.julabo.com

DEUTSCH

Kalibrier-Thermostate
Forciertest-Therrmostat
Visco-Thermosttate
Eintauchkühler
Durchlaufkühler
Fluid-Gas Heat Exchanger
Temperatur-Labborregler
Chemikalien-Küühlschränke
Drahtlose Kommmunikation & Soffttware

GERÄTE FÜR SPEZ RUNGEN RDERE ANFOZIELLE
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(°C) (kW)
W×L×H

°C °C +20 0 -20  cm cm

FT200 9 650 820 -20 ... +30 - 0.25 0.15 0.04 9 × 4 18 × 27 × 39

FT400 9 650 840 -40 ... +30 - 0.45 0.30 0.14 12 × 5 20 × 30 × 43

FT900 9 650 890 -90 ... +30 - 0.3 0.27 0.24 65 × 1.5 38 × 55 × 60

FT402 9 650 842 -40 ... +30 ±0.5 0.45 0.30 0.14 12 × 5 20 × 30 × 43

FT902 9 650 892 -90 ... +30 ±1 0.3 0.27 0.24 65 × 1.5 38 × 55 × 60

FT903 9 650 893 -90 ... +30 ±1 0.3 0.27 0.25 5.6 × 14.0 38 × 55 × 60

FD200 9 655 825 +10 ... +30 - 0.22 - - - 18 × 27 × 39

W×L×H

°C °C  kW cm

LC4 9 700 140 -50 ... +350 < ±0.05 2 1 Pt100 1 Pt100 17 × 17 × 16

LC6 9 700 160 -100 ... +400 < ±0.03 3 2 Pt100 1 Pt100 21 × 18 × 18

www.julabo.com 
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JULABO

www.julabo-japan.co.jp

11 100
JULABO

JULABO

100 %

100% 100%



ITALY
JULABO Italia SRL
www.julabo.com

UK
JULABO UK, Ltd.
www.julabo.com

FRANCE
JULABO France SAS
www.julabo.com

NETHERLANDS
JULABO Nederland B.V.
www.julabo.com

NORTH AMERICA
JULABO USA, Inc.
www.julabo.us

KOREA
JULABO Korea Co., Ltd.
www.julabo-korea.co.kr

CHINA
JULABO Technology (Beijing) Co., Ltd.
www.julabo.com.cn

LATIN AMERICA
JULABO Latin America
www.julabo-latinamerica.com

SINGAPORE
JULABO Singapore Pte., Ltd.
www.julabo.com

INDIA
JULABO India
www.julabo.com

Plus more than 
100 partner distributors 
worldwide

JULABO GmbH
Gerhard-Juchheim-Strasse 1
77960 Seelbach 
Germany

Tel.  +49 7823 51-0
Fax  +49 7823 2491
info.de@julabo.com
www.julabo.com

GERMAN 
Headquarters

JAPAN

Tel. 0725 51 3401 Fax 0725 51 3411

113-0033

Tel: 03 5802 4600 Fax: 03 5802 4601
info@julabo-japan.co.jp
www.julabo-japan.co.jp 
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